STANADYNE*
—

PARTS BULLETIN |

DATE: July 10, 2009

NO: 119R8

Truck Styles
C, R*
K, V¥
G
P
D, CUCV
HMMWV

LD
HD
SD
ALT.
CAL.

Other

N/A
Turbo
1.2 ¢St

SUPERSEDES: P.B.119R7 dated April 01, 2009
TO: CENTRAL DISTRIBUTORS & SERVICE DEALERS — WORLDWIDE

SUBJECT: 6.2L & 6.5L. ENGINE APPLICATION AND SUPERSESSION
INFORMATION

The pump models, applications and supersession information for General Motors
(GM) 6.2L & 6.5L engines from 1982 to 2000 and General Engine Products (GEP)
6.5L engines from 2000 to present are identified in this bulletin. If a pump model
listed does not display any supersession information, it is considered the latest
pump model for that application.

NOTE: GEP is a subsidiary of AM General LLC.

Engine Application Codes

* Starting with the 1988 model year, the C/K designation was changed to
an R/V designation in conjunction with a body style change.

Model Designations

— 2 Wheel Drive

— 4 Wheel Drive

— Van

— Recreational Vehicle, Motor Home, Step Van

— (Commercial Utility Cargo Vehicle) Military
— (High Mobility Multi-Wheeled Vehicle) Military

— Light Duty (with EGR)

— Heavy Duty

— Super Duty (6.5L - 15,000 GVW)
— Altitude

— California Only

— Naturally Aspirated
— Turbo Charged
— Low viscosity fuel compatible
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GM 6.2 Liter
Part

Pump Model Number
DB2829-4090 14050587
DB2829-4091 14050588
DB2829-4126 14050587
DB2829-4127 14050526
DB2829-4151 14061645
DB2829-4153 14050588
DB2829-4187 14066280
DB2829-4188 14066277
DB2829-4189 14066278
DB2829-4190 14066279
DB2829-4266 14077133
DB2829-4267 14077179
DB2829-4268 14077135
DB2829-4269 14077136
DB2829-4270 14077137
DB2829-4274 14077168
DB2829-4275 14077171
DB2829-4276 14077169
DB2829-4277 14077170
DB2829-4305 14077134
DB2829-4309 14077185
DB2829-4310 14077186
DB2829-4355 23500014
DB2829-4366 23500077
DB2829-4386 23500256
DB2829-4410 23500251
DB2829-4411 23500252
DB2829-4412 23500253
DB2829-4413 23500254
DB2829-4425 14077168
DB2829-4426 14077171
DB2829-4427 14077169
DB2829-4428 14077170
DB2829-4437 23500273
DB2829-4439 23500275
DB2829-4440 23500276
DB2829-4441 23500277
DB2829-4471 23500398
DB2829-4502 23500400
DB2829-4503 23500401

Engine Systems

Model
Year

1982
1982
1982-83
1982
1983
1982-83
1983
1983
1983
1983
1984
1984-85
1984
1984
1984
1984
1984
1984
1984
1984
1984
1984
1984
1984
1984-85
1985
1985
1985
1985
1985
1985
1985
1985
1985
1985
1985
1985
1985
1986-87
1986-87

Engine Application

LD C/K Truck

HD C/K Truck

LD C/K Truck

LD Truck - ALT.

P Truck (Motor Home)

HD C/K & P Truck

LD & HD C/K Truck - ALT.

LD G Van

HD G Van

LD & HD G Van - ALT.

P Truck (Motor Home)

CUCV (Military), HD C/K, D Truck
HD G Van

HD C/K Truck - ALT.

HD G Van - ALT.

LD C/K Truck

LD C/K Truck - ALT.

LD G Van

LD G Van - ALT.

CUCYV (Military), HD C/K, D Truck
LD C/K Truck - CAL.

LD G Van - CAL. (Man. Trans.)
HMMWV (Military)

LD G Van - CAL. (Auto. Trans.)
CUCV (Military), HD C/K, D Truck - 1.2 cSt
HD C/K & P Truck

HD G Van

HD C/K Truck - ALT.

HD G Van - ALT.

LD C/K Truck

LD C/K Truck - ALT.

LD G Van

LD G Van - ALT.

LD C/K Truck - CAL.

LD G Van - CAL. (Auto. & Man. Trans.)
HMMWV (Military) - 1.2 ¢St

HD C/K & P Truck - 1.2 ¢St
HMMWV (Military)

LD C/K Truck

LD G Van

P.B. 119R8

Engine
System  Superseded by Changes'
C/IK DB2829-4126  Note 1
C/K DB2829-4153  Note 1
C/K — —
C/K — —
C/IK — —
C/K — —
CIK — —
G — —
G — —
G — —
C/IK — —
C/K DB2829-4520  Note 2 except (d)
G — —
C/K — —
G — —
C/IK DB2829-4425  Note 3
C/K DB2829-4426  Note 3
G DB2829-4427 Note 3
G DB2829-4428 Note 3
C/IK DB2829-4267 Note 4
C/IK — —
G — —
C/K DB2829-4471 Note 5
G DB2829-4439 Note 5
C/IK DB2829-4521 Note 2
C/K DB2829-4544  Note 2
G DB2829-4509  Note 2
C/K DB2829-4510 Note 2
G DB2829-4511 Note 2
C/K DB2829-4502  Note 2 except (d)
C/K DB2829-4506  Note 2 except (d)
G DB2829-4503  Note 2 except (d)
G DB2829-4507  Note 2 except (d)
C/K — —
G — —
C/K DB2829-4523  Note 2
C/K DB2829-4512 Note 2
C/K DB2829-4524  Note 2
C/K — —
G — —

C/K  — Injector - 84 mm length, 6 mm dia. nozzle valve; Lines - 2.50 mm I.D.; Delivery Valve Retraction - 30mm?®
G — Injector - 74 mm length, 5 mm dia. nozzle valve; Lines - 2.00 mm I.D.; Delivery Valve Retraction - 22.5mm?
*  — Injector - 74 mm length, 5 mm dia. nozzle valve; Lines - 2.36 mm I.D.; DB2 D.V. Retraction - 22.5mm?®

Changes / Notes
Parts and/or calibration changes at the time of pump suppersession. Other changes may have occurred since.

— Timing (Ref. S.B. 375)
— (a) Transfer Pump Filter; (b) Advance Piston (S.B. 393R3);

Tt

N -

(c) Delivery Valve Stop & Spring (S.L. 250R2); (d) Governor Spring

abhw

— (a) Min-Max Governor Pushrod; (b) Non-grooved Metering Valve (S.B. 336R4)
— Housing; Drive Shaft Retention (S.B. 419)
— Min-Max Governor Pushrod



-3- P.B. 119R8
GM 6.2 Liter
Part Model Engine
Pump Model Number Year Engine Application System Superseded by Changes'™
DB2829-4506 23500404 1986-87 LD C/K Truck - ALT. C/K — —
DB2829-4507 23500405 1986-87 LD G Van - ALT. G — —
DB2829-4509 23500407 1986-87 HD G Van G DB2829-4646 Note 6
DB2829-4510 23500408 1986-87 HD C/K & P Truck - ALT. C/IK — —
DB2829-4511 23500409 1986-87 HD G Van - ALT. G DB2829-4648 Note 6 exc. (b)
DB2829-4512 23500410 1986-87 HD C/K & P Truck - ALT. C/K — —
DB2829-4520 23500413 1986-87 CUCV (Military), HD D Truck C/K — —
DB2829-4521 23500414 1986-87 CUCV (Military), HD D Truck - 1.2 cSt C/IK — —
DB2829-4523 23500415 1986-89 HMMWV (Military) - 1.2 cSt C/K — —
DB2829-4524 23500416 1986-89 HMMWV (Military) C/K — —
DB2829-4544 23500346 1986-88 HD C/K & P Truck C/IK — —
DB2829-4548 23500587 1986-88 Industrial - 12V (Clark) C/K — —
DB2829-4554 23500931 1988-89 LD C/K Truck (Auto. Trans.) C/K — —
DB2829-4555 23500933 1988-89 LD C/K, R/V Truck - ALT. (Auto. Trans.) C/K — —
DB2829-4574 23501280 1987-88 Generator - 24V (Clark), 1800 RPM C/K Made from DB2829-4548 —
DB2829-4581 23500932 1988-89 LD C/K Truck (Man. Trans.) C/K — —
DB2829-4582 23500934 1988-89 LD C/K Truck - ALT. (Man. Trans.) C/K — —
DB2829-4612 23501993 1987-88 Industrial - 24V (Clark), 3600 RPM C/K Made from DB2829-4548 —
DB2829-4636 23500941 1988-89 LD G Van (Auto. Trans.) G — —
DB2829-4637 23500942 1988-89 LD G Van (Man. Trans.) G — —
DB2829-4638 23500943 1988-89 LD G Van - ALT. (Auto. Trans.) G — —
DB2829-4639 23500944 1988-89 LD G Van - ALT. (Man. Trans.) G — —
DB2829-4646 23502177 1988 HD C/K, R/V, P Truck & G Van G DB2829-4723 Note 7
DB2829-4647 23502178 1988 HD C/K, R/V, P Truck & G Van - 1.2 ¢St G DB2829-4724 Note 7
DB2829-4648 23502179 1988 HD C/K, R/V, P Truck & G Van - ALT. G DB2829-4725 Note 7
DB2829-4655 23502229 1988-89 Industrial - 12V (Clark), 3600 RPM, 1.2 cSt C/K Made from DB2829-4548 —
DB2829-4701 23503123 1988-89 LD R/V (Auto. Trans.) C/K — —
DB2829-4723 23503998 1989 HD C/K, R/V, P Truck & G Van G — —
DB2829-4724 23503999 1989 HD C/K, R/V, P Truck & G Van - 1.2 ¢St G — —
DB2829-4725 23504000 1989 HD C/K, R/V, P Truck & G Van - ALT. G — —
DB2829-4779 10149610 1990 HD C/K, R/V, P Truck & G Van G — —
DB2829-4780 10149619 1990 HD C/K, R/V, P Truck & G Van - 1.2 ¢St G — —
DB2829-4781 10149620 1990 HD C/K, R/V, P Truck & G Van - ALT. G DB2829-4877 Note 8
DB2829-4790 10149609 1990 LD C/K, R/V & G Van (Auto. Trans.) G — —
DB2829-4791 10149621 1990 LD R/V Truck & G Van (Auto. Trans.) - G o -
ALT.
DB2829-4792 10149611 1990 LD C/K Truck (Man. Trans.) G — —
DB2829-4793 10149618 1990 LD C/K Truck (Man. Trans.) - ALT. G — —
DB2829-4801 10149623 1990 Industrial - 12V, 3600 RPM G — —
DB2829-4802 10149646 1990 Generator - 24V, 1800 RPM G Made from DB2829-4801 —
Engine Systems
C/K  — Injector - 84 mm length, 6 mm dia. nozzle valve; Lines - 2.50 mm I.D.; Delivery Valve Retraction - 30mm?®
G — Injector - 74 mm length, 5 mm dia. nozzle valve; Lines - 2.00 mm I.D.; Delivery Valve Retraction - 22.5mm?
*  — Injector - 74 mm length, 5 mm dia. nozzle valve; Lines - 2.36 mm I.D.; DB2 D.V. Retraction - 22.5mm?®

Changes / Notes

Tt

6 — (a) Calibration; (b) Air Timing; Drive shaft Retention (Ref. S.B. 419)
7 — (a) Min-Max Governor Spring; (b) Transfer Pump Regulator Spring; (c) Advance Spring; (d) Calibration
8 — (@) Advance Piston; (b) Spring Side Advance Plug; (c) Advance Spring; (d) Calibration; (e) T.P. Regulator

(f) Housing Pressure Regulator/Return Connector

Parts and/or calibration changes at the time of pump suppersession. Other changes may have occurred since.
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GM 6.2 Liter
Part Model Engine
Pump Model Number Year Engine Application System Superseded by Changes'
DB2829-4803 10149647 1990 Industrial - 24V, 3600 RPM G Made from DB2829-4801 —
DB2829-4804 10149648 1990 Industrial - 12V, 1.2 cSt G Made from DB2829-4801 —
DB2829-4833 10149622 1990 Marine (Peninsular Diesel) G — —
DB2829-4840 10149679 1990 LD C/K Truck (Auto. Trans.) - ALT. CIK — —
DB2829-4847 10149633 1990 HMMWV (Military) G DB2829-4878 Note 8 exc. (e), (f)
DB2829-4848 10149634 1990 HMMWYV (Military) - 1.2 cSt G DB2829-4879 Note 8 exc. (e), (f)
DB2829-4875 10183951 1991 HD C/K, R/V, P Truck & G Van * — —
DB2829-4876 10149619 1991 HD C/K, R/V, P Truck & G Van - 1.2 ¢St * — —
DB2829-4876 10183952 1991 CARB-HD C/K,R/V,P &G - 1.2 cSt * — —
DB2829-4877 10149620 1991-92 HD C/K, R/V, P Truck & G Van - ALT. * — —
DB2829-4877 10183953 1991-92 CARB-HD C/K, R/V, P & G - ALT. * — —
DB2829-4878 10149633 1990%2 HMMWV (Military) G — —
DB2829-4879 10149634 1990% HMMWYV (Military) - 1.2 ¢St G — —
DB2829-4894 10183929 1991 LD C/K, R/V & G Van * — Notes 9 & 11
DB2829-4895 10183930 1991 LD C/K, R/V & G Van - ALT. * — —
DB2829-4959 10191495 1990 Marine - 3600RPM * — —
DB2829-4974 14098680 1991 Marine (Peninsular) Turbo (250 hp) * — —
DB2829-4977 10154613 1992 LD C/K, R/V & G Van * DB2829-4894 Note 10
DB2829-4978 10154614 1992 LD C/K, R/V & G Van - ALT. * DB2829-4895 Note 10
DB2829-4979 10154615 1992 HD C/K, R/V, P & G Van * DB2829-4875 Note 10
DB2829-4980 10154616 1992 HD C/K, R/V, P & G Van - 1.2 cSt * DB2829-4876 Note 10
DB2829-4981 10154617 1992 HD C/K, R/V, P & G Van - ALT. * DB2829-4877 Note 10
DB2829-5048 10154678 1992 P Truck - 2500 RPM (120 hp) * — Note 10
DB2829-5050 10154699 1992 P Truck - 2600 RPM (135 hp) * — Note 10
DB2829-5055 10154685 1993 LD C/K, R/V, & G Van - ALT. * — Notes 10 & 11
DB2829-5056 10154684 1993 LD C/K, R/V, & G Van * — Notes 10 & 11
GM 6.5 Liter
Pump Model Number  Year Engine Application System Superseded by  Changes™
DB2831-4911 10183901 1992-93 HD C/K & P - Turbo (200 hp) * — Note 10
DB2831-4927 14098655 1992-93 HD C/K & P - Turbo, 1.2 ¢St * — Note 10
DB2831-4970 10154607 1992-93 SD - Turbo (15,000 GVW) * — Note 10
DB2831-4971 10154608 1992-93 SD - Turbo (15,000 GVW), 1.2 ¢St * — Note 10
DS4831-5067 10225930 1994-96 LD & HD C/K, G, and P3 Truck & Van * DS4831-5288 Note 12
DS4831-5068 10225929 1994 HD C/K, G, and P3 Truck & Van * DS4831-5068S —
DS4831-5068S 17800076S 1994 Service - HD C/K, G, and P3 Truck & Van * — Note 16
DB2831-5079 10224039 1993-97 2% Ton Cab-over (Military) - Turbo (200 hp) * — Note 10
DB2831-5088 10229115 1994-97 HD P & G Van - N/A (170 hp) * — Note 10
DB2831-5089 10229119 1994-97 HD P & G Van - N/A, ALT. * — Note 10
DB2831-5119 10238967 1994-97 HD P Truck - N/A, 2600 RPM (120 hp) * — Note 10
Engine Systems
C/K  — Injector - 84 mm length, 6 mm dia. nozzle valve; Lines - 2.50 mm 1.D.; Delivery Valve Retraction - 30mm?®
G — Injector - 74 mm length, 5 mm dia. nozzle valve; Lines - 2.00 mm I.D.; Delivery Valve Retraction - 22.5mm?®
*  — Injector - 74 mm length, 5 mm dia. nozzle valve; Lines - 2.36 mm |.D.; DB2 D.V. Retraction - 22.5mm?
Changes / Notes
™ Parts and/or calibration changes at the time of pump suppersession. Other changes may have occurred since.
8 — (a) Advance Piston; (B) Spring Side Advance Plug; (c) Advance Spring; (d) Calibration; (e) T.P. Regulator

(f) Housing Pressure Regulator/Return Connector
9 — 1991 LD C/K, R/V, and G Van do not require S.O. |. Sensor
10 — Start of injection (S.O.l.) Sensor, P/N 26605, beginning with 1992 MY (S.B. 469)
11 — (a) High Force HPCA Solenoid; (b) Housing Pressure Regulator/Return Connector; (c) Calibration
12 — (a) Un-potted Encoder Sensor; (b) Ceramic Rollers
16 — (@) Low Friction Fuel Control Components; (b) Pump Mounted Driver; (c) Wiring Harness; (d) Calibration Resistor
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GM 6.5 Liter
Part Model Engine
Pump Model Number Year Engine Application System  Superseded by Changes'
DB2831-5129 12550269 1994 HD P & G Van - N/A, 1.2 ¢St (170 hp) * — Note 10
DB2831-5149 12550433 1994-96 HMMWV (Military) - N/A, 1.2 ¢St (170 hp) * — —
DB2831-5157 12551521 1994 HD O.E.M. - Turbo (200 hp) * — Note 10
DB2831-5164 12552397 1992-93 HD C/K & P - Turbo (Man. Trans.) Service * — Note 10
DB2831-5167 12552621 1992-93 SD - Turbo (15,000 GVW) Service * — Note 10
DB2831-5209 12555697 1995-97 HD (Military) - N/A, 1.2 cSt * — —
DS4831-5288 12558156 1997-98 LD & HD C/K, G, and P3 Truck & Van * DS4831-5459  Note 13
DB2831-5323 12559097 1997 HD - (3 speed Auto. Trans.) * — Note 10
DB2831-5436 12561383 1994 HD P& G - (170 hp) * — Note 10
DB2831-5437 12561384 1994 HD P& G - ALT. * — Note 10
DB2831-5438 12561385 1994 HD P - 1.2 ¢St, 2600 RPM (120 hp) * — Note 10
DS4831-5459 12561405 1999 LD & HD C/K, G, and P3 Truck & Van * DS4831-5521  Note 14
DB2831-5485 12561514 1998-00 HD (Military) - Turbo, 1.2 ¢St (200 hp) * — —
DS4831-5521 12561307 2000 LD & HD C/K, G, and P3 Truck & Van * DS831-5521S —
DS4831-5521S 12561307S 2000 Service - LD & HD C/K, G, and P3 Truck & Van * — Note 16
DS4831-5941 17800113 1994 GM Warranty Model (Same as DS-5068); HD . o .
C/K, G, and P3 Truck & Van.
DS4831-5942 17800114 2000-pr GM Warranty Model (Same as DS-5521); LD & . o .
HD C/K, G, and P3 Truck & Van
GEP 6.5 Liter
Part Model Engine
Pump Model Number Year Engine Application System  Superseded by Changes'
DS4831-5521S 12561307S 2000-04  GM P3 Truck and Van * DS831-5521S —
DS4831-5827 18000423 2004 Optimizer 6500 * — Note 15
DB2831-5950 18000514 2005 HD (Military) - N/A, 1.2 ¢St (170 hp) GEP * — —
DB2831-5966 18000515 2005 HD (Military) - N/A, 1.2 ¢St (170 hp) AM . . i
General
DS4831-6033 18002610 2008 HMMWV (16000 GVW) P400 * — —
Engine Systems
C/K  — Injector - 84 mm length, 6 mm dia. nozzle valve; Lines - 2.50 mm I.D.; Delivery Valve Retraction - 30mm?®
G — Injector - 74 mm length, 5 mm dia. nozzle valve; Lines - 2.00 mm I.D.; Delivery Valve Retraction - 22.5mm?®
*  — Injector - 74 mm length, 5 mm dia. nozzle valve; Lines - 2.36 mm |.D.; DB2 D.V. Retraction - 22.5mm?
Changes / Notes
™ Parts and/or calibration changes at the time of pump suppersession. Other changes may have occurred since.
10 — Start of injection (S.0.1.) Sensor, P/N 26605, beginning with 1992 MY (S.B. 469)
11  — (a) High Force HPCA Solenoid; (b) Housing Pressure Regulator/Return Connector; (c) Calibration
12— (a) Un-potted Encoder Sensor; (b) Ceramic Rollers
13 — (a) Inner Bearing Retainer/Thrust Washer; (b) Encoder Sensor; (c) T.P. Blade Spring; (d) Calibration
14  — (a) Stepper Motor and Stop; (b) Pump Mounted Driver
15 — (a) Calibration Resistor; (b) DE Fuel Control Components; (c) Wiring Harness
16 — (a) Low Friction Fuel Control Components; (b) Pump Mounted Driver; (c) Wiring Harness; (d) Calibration Resistor
Revision Date Description
7 4/09 Added DS Service Pump Models

8

7/09

Added part numbers for CARB compliant 6.2L pump models



